BE€ Acoustigue

EX-DAC-U-3X DAC USB card

Highlights

v'DSD 5.6 MHz

¥ DAC 24Bits/192kHz
¥ iPhone compatible
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EX"‘ DAC"U'3X The EX DAC-U-3X module is an optional card for BC Acoustique EX Series products with optional card slot.
It allows you to connect your computer (PC or Mac) to play audio files up to 24bit/192kHz and DSD 5.6 MHz files.
It is compatible with your Smartphones (iPhone or Android), you can connect it directly to the USB port with optional adapter.

The EX-DAC-U-3X is compatible with: EX312 - EX322 - EX332 - EX362 - EX888 - EX322.1 - EX888.1 - EX362D.

MORE...

Inside the Packaging

1) 1x DAC EX DAC-U-3X card
1x Large metal plate for amplifiers EX322, EX888 specs
3) 1x Small metal plate for amplifiers EX332D specs
4) 1x 6 pin MOLEX cable - Short / POWER
-> For EX332D type amplifiers
(5) 1x 6 pin MOLEX cable - Long / POWER
__ ->For EX322 type amplifiers
(&) 1x 3 pin cable / LINE OUT
1x Manual

EAN
Finish Black (B): 0634654605986
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SPECIFICATIONS

FDSD format: up to 5.6MHz
DAC resolution: 24bits/192kHz

Connectors
1x USB (Type-B)
- For computers (PC or Mac)
- For iPhone (Adapter USB Type-B/iPhone optional)

Dimensions (WxHxD): 72x26x100mm
Weight: 0.120 Kg

Note: To install the card, please check the EX DAC-U-3X
product page on the site www.bc-acoustique.com and

download the drivers and installation manual.
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MORE...
Use you Smartphone and tablet to listen to your audio files at the best HD quality using external DAC card EX-DAC-U-3X (192KHz/24Bit).
To extract the digital data from your iPhone® it is necessary to use the Apple® adapter Lightning to USB Camera Adapter

Lightning to
USB Camnera Adapter

Example of 10S compatible application:

AmpliFlac Apps is a flac player for iOS devices.

High Definition Audio Playback:

- 192KHz/24Bit Flac format decoding

- 192KHz/24Bit output thru Apple® Camera Connection Kit and USB
DAC (EX-DAC-U-3X)

AmpliFee

iflac

Note: To install the card, please check the EX DAC-U-3X product page
on the site www.bc-acoustique.com and download the drivers and
installation manual.

DATA LOCK
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